Declaration of conformity to the Lithium-lon secondary battery UN Transportion Requlation

Pack Model No. PA-L72.R001

Used cell type Panasonic, CGA-130450A
Nominal voltage 7.4V

Nominal capacity 1950mAh

Equivalent Lithium content 1,11a

We confirm that pack PA-L72.R001 is identical with the UN-tested pack PA-L66.R001.
Only the design of the housing shell is different, but the used material "Vestamid L-R7-MHI" is identical.
The weight-difference between the both housing shells (PA-L66: ca. 21,6g; PA-L72: ca. 20g)

is almost the same.

We confirm the conformity of this Lithium-lon battery based on the UN manual of tests and criteria 38.3
The packing prepared as for transport was tested in accordance with the appropriate requirements of the UN manual tests
A change in kind of packing or packing material may render the packing invalid (see Appendix 1, packing).

FEY Elektronik GmbH, Storchenweg 3, 21217 Seevetal, Gt/a_rmany

/

Issuéd on, May, 29.2009

T Reoroved /K FEY Elektronik GmbH

r; \/\’[ Storchenweg 3
L/LJM Wi

21217 Seevetal
Dok: F50VA34.R002, Report: PO.UN.PA-L72.R001.xIs Seite 1 von 1

Tel. 040 /703 8888-0
Fax 040 /703 88 88-55

Tabelle: Declaration



Appendix 1

Manufactor Smurfit Europa Carton
Testreport:
Smurfit
" Carton
Wallpeppoawerke Hamsurg
Nachprifbericht Nr.: 16/03 Datum: 12.09.03
Mitgelierde Unierlagen aus dem ECA- A-Baureihensystem Gefahrgutverpackungen:
Aktenzeichen: IE.12/92669

Zulassungsschein-Nr : [CE4H] Prifbericht-Ny.:  8/6; W6
Kunde: Helibar & Co. GrmbHE Grosser Kamp 8 22885 Barsbiittal

Kundenartikclbezsichnung:  Gefahrput~ Baftericn

ALF der Bésis dei ECA-Baurmheniysterns Gelfahbrgutverpackitngen erolgic sine Nachprfung de-
kandensperifischen Gefahrgutverpackung hi nsichtheh (hror Lm'.?ung,sfl.hfhked

Die Nachprifung erfasst dic Fallpr)fung mit anderen, als den in der Zulessung Wm
Innenverpackungen.

Die Gberprific Verpackung hat die gestelicn Anforderungen criith.

[@acs Y15/ S/ 03/ D/ BAM 4848 @mECA ™8

=R

Bescbrebang des Packstofls:
Baaart: Faltkiste 0201 nach FEFCO-asco-Code Wellenart: BC
Papicrcinsatz und flichenbozogene Massc (Nenpwerte) g/m™:

136 KBR 105 WST 140 HKB J0S WST 186 KBR

innepadmessungen (PWn): 2T2 x W05 x 140 Inpenvolumen (den'): 7,81

Aulepabmessungen (mm): 286 x 219 x 1658
Bruito I Taragewicht der Verpackung (kg): 0,300

ymasse (gl 150
VerwenderverschiuB:Schlitzverschiug, Selbstkicheband SD mw breit, Type BDF 4122
PV2 oder ein gicichwertiges.

Beschreibung des Proffaligutes:
Ersatzfillgut: Kunststoifflaschen gefilit mit Granulat und Bicikugeln. Anfllen des

Zwischepraumes mit Styropor.

Prifergebniase:

Berstiestigkett (kPa}; 1900 DurchsioBarbeit (1): 9.2
Wasgeraufnahme nach Cobb tyen (g/m?): 108 105 110
Sratischer Stapelstavchwiderstand [24 1] (kg):. 253

Dymamischer Stapeixnpuchwiderstand (N): S4as0

Dic Falipriifung wande filr die Vorpackungspruppe. 1T . Falihdhe (m) 1,20 bestanden.
Prifvorschriften:

Enschligiae DIN-Nofmen dzw. Achang | GGV Ses, Normklima 237 C. S0% r LF.

D versandicruge Verpackung wurde i Uberomstimmuong m it den cospreehenden Vorschrifton wach ADR
2001 Atschnit 6.1.5 gepruft.

Dheser Propfbericht kann bei Anwendung anm:r/vir_@cnnpmcthucn ‘hamponcnten ungliftig werden.
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Appendix 2:

No.cpoop
Model Number CGA103450A
Nominal Voltage 36 v
Nominal Capacity 1.85 Ah
Equvalent Lithium Content 0.555 8
No. Test ftem Criteria Result Remark
No mass kiss, leakage, venting. disassembly, rupture, and fire.
T1  |Mditude Simuilalon |50y ghouid not be less than 90% before testing Fased
No mass kiss. leakage, vonting, disassembly, rupture, and fire.
ol Lo s OCV should not be less than 80% before testing. Pnicas
No mass lass, leakage, venling, disassambly, rupture, and fire
T8 | prtan OCV shouid not be less than 80% before testing. s
No mass toss, leakage, venting, disassambly, rupture, and fire.
S e OCV should not be less than 60% before testing Fayid
Ext Short Circuit | Xiemal temperature should not exceed 170 degC.
e g ol Cae No disassembly, rupture _and fire within six howrs of this test. Fepnd
External temperature should not exceed 170 degC.
78  [impact No disassembly. and fire within sbe hours of this test. Passed
17 Qvercharge No disassembly, and fire within seven days of this test. - Battery only
Ta Farcad Discharge | No disassembly, and fire within seven daya of this tast. Passad

We confirmed the test resulls based on the UN manual of tests and criteria 38.3
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